%)

YUNFANPOWER

AC FAN Exploded V

ew

Impeller
Environment PBT and fireproof,excellent structure and large air volume

Magnet
Keep the motor working smoothly under high speed

Copper wire
100% quality copper wire,highperformance,long time

Silicon steel
Super thick steel,ensure the stability of fan

Ball bearing
Double ball bearing,long time service,low noise and NMB for choose.

Step 6.Impeller/ball/spring Step 7.Ring connection

SQ0 22 v aoes

Step 9.Test voltage/speed Step 10.Label Step 11.Package Step 12.Shipment

078 Shenzhen Yunfan Power Co.Limited E-mail:info@yunfanpower.com



80x80x25mm

> AVAILABLE FUNCTIONS

1.Moto protection

eV

>

DIMENSIONS DRAWING

80.0£0.5

71.5£0.3

80.0+0.5
71.5+0.3

8-74.5%0.3

300+ 10MM

YUNFANPOWER

25.0£0.5

== =
< IR
[»> P&Q CURVE(AT RATEDVOLTAGE)
50 3.0
40 M(60Hz)
_ H(60Hz 20
g 3.0 ———F
g H(50Hz] \ M(50Hz)
\E/ 20
: < <
10
N——
0.0 0.0
0.0 5.0 10.0 15.0 20.0 250 0.0 5.0 10.0 15.0 20.0
Qstp(CFM)

I A

Part NO. System VAC VAC Hz M?%/min mmH,0  INH,O dBA
YFA8025S1M 100-125| 50/60 | 0.13/0.12 | 1700/2200 | 0.40/0.51 14/18 1.8/2.9 | 0.07/0.11 30/35
YFA8025S1H Sleeve 100-125| 50/60 | 0.11/0.10 | 2300/2700 0.54/0.65 19/23 2.9/4.0 | 0.11/0.16  36/38
YFA8025B1M 1o 100-125| 50/60 | 0.13/0.12 | 1700/2200 | 0.40/0.51 14/18 1.8/2.9 | 0.07/0.11 30/35
YFA8025B1H Ball 100-125| 50/60 | 0.11/0.10 | 2300/2700 0.54/0.65 19/23 2.9/4.0 | 0.11/0.16  36/38
YFA8025S2M 200-240 50/60 | 0.07/0.06 = 1700/2200 | 0.40/0.51 14/18 1.8/2.9 | 0.07/0.11 30/35
YFA8025S2H Steeve 200-240 50/60 | 0.06/0.05 2300/2700 0.54/0.65 19/23 2.9/4.0 | 0.11/0.16  36/38
YFA8025B2M 220 200-240  50/60 | 0.07/0.06 = 1700/2200 | 0.40/0.51 14/18 1.8/2.9 | 0.07/0.11 30/35
YFA8025B2H Ball 200-240 50/60  0.06/0.05 2300/2700 0.54/0.65 19/23 2.9/4.0 | 0.11/0.16  36/38

Notes1:The catalog have detail information in the front page for the functions.
2:1f you want another rpm or voltage or functions which one in the list,please contact with our sales.
Shenzhen Yunfan Power Co.Limited E-mail: info@yunfanpower.com 079




YUNFANPOWER

80x80x38mm

> AVAILABLE FUNCTIONS

1.Moto protection

eV

> DIMENSIONS DRAWING

80.0%0.5

7150.3 38.0£0,5
8-24.3+0.3
D R 4 8] O
\ 300+ 10MM _
-
(€ D
> P&Q CURVE(AT RATEDVOLTAGE)
6.0 3.0
H(60Hz
M(60Hz)
2 40 N % i(50Hz 20 N ety
= T~
220 = 10
& _\
0.0 0.0
0.0 60 120 180 240 300 360 00 50 100 150 200 250 300 35.0
Qstp(CFM)

I A

Part NO. System VAC VAC Hz M®/min mmH,0 INH,O dBA
YFA8038S1M 100-125| 50/60 | 0.11/0.10 | 2100/2300 | 0.85/0.93 30/33 2.5/2.8 | 0.10/0.11 28/30
YFA8038S1H Sleeve 100-125| 50/60 | 0.15/0.13 | 2600/2800 ' 0.96/0.99 34/35 4.3/4.6 |0.17/0.18 33/35
YFA8038B1M 1o 100-125| 50/60 | 0.11/0.10 | 2100/2300 | 0.85/0.93 30/33 2.5/2.8 | 0.10/0.11 28/30
YFA8038B1H Ball 100-125| 50/60 | 0.15/0.13 | 2600/2800 @ 0.96/0.99 34/35 4.3/4.6 | 0.17/0.18 33/35
YFA8038S2M 200-240| 50/60 | 0.06/0.05  2100/2300 | 0.85/0.93 30/33 2.5/2.8 | 0.10/0.11 28/30
YFA8038S2H Steeve 200-240 50/60  0.08/0.07 2600/2800 0.96/0.99 34/35 4.3/4.6 | 0.17/0.18 33/35
YFA8038B2M 220 200-240| 50/60 | 0.06/0.05  2100/2300 | 0.85/0.93 30/33 2.5/2.8 | 0.10/0.11 28/30
YFA8038B2H Ball 200-240 50/60  0.08/0.07 2600/2800 0.96/0.99 34/35 4.3/4.6 | 0.17/0.18 33/35

Notes1:The catalog have detail information in the front page for the functions.
2:1f you want another rpm or voltage or functions which one in the list,please contact with our sales.

080 Shenzhen Yunfan Power Co.Limited
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YUNFANPOWER

92x92x25mm > DIMENSIONS DRAWING

92.0+0.5
82,5%0.3 25.0%0.5

8-04.5%0.3

EN
N
N2Y

92.0+0.5
82.5+0.3

5 300 10MM - E

, -

[» P&Q CURVE(AT RATEDVOLTAGE)

50 30
I> AVAILABLE FUNCTIONS
40 24
H(60Hz)
1.Moto protection = 30 18
[_AS | E N~ e \/ M(E0tH2)
g
= 20 12
& M(50H2)
2 1.0 /)g\ 0.6
RoHS 00 00
0.0 7.0 14.0 21.0 28.0 35.0 0.0 7.0 14.0 21.0 28.0
Qstp(CFM)

i i [ S o omen St oon e

Part NO. System VAC VAC Hz M®/min mmH,0 INH,O dBA
YFA9225S1M 100-125| 50/60 | 0.14/0.13 | 1800/2300 | 0.62/0.74 22/26 1.9/2.8 | 0.07/0.11 28/35
YFA9225S1H Sleeve 100-125| 50/60 | 0.12/0.11 | 2300/2800 0.79/0.96 28/34 2.7/4.4 | 0.11/0.17  34/40
YFA9225B1M 1o 100-125| 50/60 | 0.14/0.13 | 1800/2300 | 0.62/0.74 22/26 1.9/2.8 | 0.07/0.11 | 28/35
YFA9225B1H Ball 100-125| 50/60 | 0.12/0.11 | 2300/2800 0.79/0.96 28/34 2.7/4.4 | 0.11/0.17  34/40
YFA9225S2M 200-240 50/60 | 0.08/0.07 | 1800/2300 | 0.62/0.74 22/26 1.9/2.8 | 0.07/0.11 28/35
YFA9225S2H Steeve 200-240 50/60  0.07/0.06 2300/2800 0.79/0.96 28/34 2.7/4.4 | 0.11/0.17  34/40
YFA9225B2M 220 200-240| 50/60 | 0.08/0.07 | 1800/2300 | 0.62/0.74 22/26 1.9/2.8 | 0.07/0.11 28/35
YFA9225B2H Ball 200-240 50/60  0.07/0.06 2300/2800 0.79/0.96 28/34 2.7/4.4 | 0.11/0.17  34/40

Notes1:The catalog have detail information in the front page for the functions.
2:1f you want another rpm or voltage or functions which one in the list,please contact with our sales.

Shenzhen Yunfan Power Co.Limited E-mail: info@yunfanpower.com 081



YUNFANPOWER

92x92x38mm > DIMENSIONS DRAWING

92.0+0.5
82.540.3

1{%

38.5%£0.5

8-04.3%0.3

S

92.0+0.5
82,5+0.3

N

300+ 10MM

UJL

N

[» P&Q CURVE(AT RATEDVOLTAGE)

6.4 4.2
> AVAILABLE FUNCTIONS o6 H(eoH)
: 35
48 H(50HzZ) M(60Hz)
. _ % — 1 28
1.Moto protection 4.0 M(50Hz)
_As | : X 4
E 32 21
=24 14 < <
<16 N~ [T
€ N~ ]
08 \
RoHS 0.0 0.0
00 80 160 240 320 400 480 560 00 50 100 150 20.0 250 30.0 350 40.0 450
Qstp(CFM)

i i [ O omen St oron S

Part NO. System VAC VAC Hz M®/min mmH,0 INH,O dBA
YFA9238S1M 100-125| 50/60 | 0.12/0.10 | 2000/2200 | 1.13/1.27 40/45 3.6/4.1 | 0.14/0.16 | 34/36
YFA9238S1H Sleeve 100-125| 50/60 | 0.16/0.14 | 2500/2700 1.42/1.56 50/55 5.1/5.6 | 0.20/0.22 | 39/41
YFA9238B1M 1o 100-125| 50/60 | 0.12/0.10 | 2000/2200 | 1.13/1.27 40/45 3.6/4.1 | 0.14/0.16 | 34/36
YFA9238B1H sal 100-125| 50/60 | 0.16/0.14 | 2500/2700 1.42/1.56 50/55 5.1/5.6 | 0.20/0.22 | 39/41
YFA9238S2M 200-240| 50/60 | 0.06/0.05  2000/2200 | 1.13/1.27 40/45 3.6/4.1 | 0.14/0.16 | 34/36
YFA9238S2H Sleeve 200-240 50/60  0.08/0.07 2500/2700 1.42/1.56 50/55 5.1/5.6 | 0.20/0.22 | 39/41
YFA9238B2M 220 200-240| 50/60 | 0.06/0.05  2000/2200 | 1.13/1.27 40/45 3.6/4.1 | 0.14/0.16 | 34/36
YFA9238B2H sl 200-240 50/60  0.08/0.07 2500/2700 1.42/1.56 50/55 5.1/5.6 | 0.20/0.22 | 39/41

Notes1:The catalog have detail information in the front page for the functions.
2:1f you want another rpm or voltage or functions which one in the list,please contact with our sales.

082 Shenzhen Yunfan Power Co.Limited E-mail:info@yunfanpower.com



m YUNFANPOWER

110X110x25mm > DIMENSIONS DRAWING

ROTATION

110+0.5

91.1+0.3

85.0+0.3
oTATION
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<=

7300420 #22AWG
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[» P&Q CURVE(AT RATEDVOLTAGE)

5.0
I> AVAILABLE FUNCTIONS 3 ., SN
I .
EI — 60HZ
1.Moto protection 3 30 =
[ _AS | w - \
> = 50HZ
D20 /]
A /[
C € T 10 F —
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< _
0.0 1111 IIIIIIIIIIIIIIII\IIII\IIII
8 16 24 32 40 48 56
Air Flow(CFM)

A R T
A RPM CFM

Part NO. System VAC VAC Hz M®/min mmH,0 INH,O dBA
YFA11025S1M Sleeve 100-125| 50/60 | 0.15/0.14 | 1800/2000 1.20/1.41 42/50 | 3.45/4.70/0.13/0.18| 36/38
YFA11025B1H Ball o 100-125| 50/60 | 0.15/0.14 | 1850/2050 1.20/1.48| 42/52 ' 3.50/4.76/0.14/0.19 36/38
YFA11025S2M Sleeve 290 200-240| 50/60 | 0.11/0.09 | 1800/2000 ' 1.20/1.48 42/52 |3.05/4.57/0.12/0.18 36/38
YFA11025B2H Ball 200-240| 50/60 ' 0.11/0.09| 1850/2050 1.20/1.48 42/52 | 3.55/4.82/0.15/0.20 36/38

Notes1:The catalog have detail information in the front page for the functions.
2:1f you want another rpm or voltage or functions which one in the list,please contact with our sales.

Shenzhen Yunfan Power Co.Limited E-mail: info@yunfanpower.com 083
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